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CONSTRUCTION DETAILS | | o
A. INSTALL 27’ GALVANIZED STEEL POLE WITH TWIN (50 FT/50FT) MAST |
| CONCRETE

ARMS, TRAFFIC SIGNAL HEADS, SIGNS, 15" STREET LIGHTING ARM WITH

250 WATT HPS LUMINAIRE, POLE MOUNTED CABINET, CONTROL AND
DISTRIBUTION, AND CONTROLLER. CUT MAST ARM FOR FIREHOUSE

APPROACH TO 26 FT. (NOTE: | - 3 INCH AND | - 2 INCH, 90 DEGREE

SCHEDULE 80 BENDS)

B. INSTALL HANDHOLE.

~C. INSTALL 4 INCH SCHEDULE 80 CONDUIT - BORED.
© D. INSTALL 3 INCH SCHEDULE 80 CONDUIT - TRENCHED.
CE. INSTALL 2 INCH SCHEDULE 80 CONDUIT - BORED.

 F. INSTALL 2 INCH SCHEDULE 80 CONDUIT - TRENCHED.

G. INSTALL 4 INCH SCHEDULE 80 CONDUIT - TRENCHED.
H. INSTALL 24 INCH STOP LINE. |

. REMOVE EXISTING PAVEMENT MARKINGS.

J. INSTALL GUARDRAIL END TREATMENT (CRASHWORTHY).

K. INSTALL GUARDRAIL. -
L. REMOVE EXISTING GROUND-MOUNTED S160) AND SWPPORTS.
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